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SUMMARY

The effects of thermal exposure onthe room temperature tensilestrengthand microstructure of a developmental
50 I.tmCVD SiC fiber have been studied. The fiberswere heat treated between 600 and 2000 °C in 0.1 MPa argon
and air environments for up to 100hr. In the as-fabricated condition, the fibers showed -6 GPa tensile strength.
After argon treatment, the fibers showed strength degradation after 1hr exposure beyond 1000°C, but those
exposed between 1600and 2000 °C retained -2 GPa strength. TEM results showed microstmctural changes both in
the surfacecoating and SiC sheath. Flaws created by the rearrangement of carbon in the surface coating and growth
of equiaxed SiC grain zone in the SiC sheath are the suggested mechanisms of strength degradation. After air
treatment, fibers showed strength degradation after only 2 min exposure at 600 °C. Strengthretention after 2 rain at
1500 °C was -2 GPa. Oxidation of the surface coating is the primary reason for strength degradation.

INTRODUCTION

SiC fibers fabricated by chemical vapor deposition methods (CVD)are being used as reinforcementfor metal and
ceramic matrix materials because of their chemical purity, highmodulus, and high strength. SiC fibers, such as the
well-known SCS-6 fibers from Textron Specialty Materials (TSM), Lowell, Massachusetts are themselves compos-
ites, consisting of a -37 Ixmpyrolytic-carbon coated graphitecore, a SiC sheath, and a carbon-rich surface coating as
shown in figure l(a). The SiC sheath has two zones: the outer zone is typicallysilicon-rich with high aspect ratio
SiC grains with preferred radial orientation; the inner zone is typicallycarbon-rich with lower aspect ratio SiC grains
(ref. 1).

It has been reported previously (refs.2 and 3) that these fibers when heat treated in argon beyond 1500 °C
showed recrystallization and growth of the outer silicon-rich zoneof the fiber, but the inner carbon-rich zone of the
showed much retarded grain growth. In addition, a good correlation was found between the thickness of recrystalli-
zation zone and the tensile strength of the fibers. These studies suggested that CVD SiC fiberscontaining only the
inner carbon-rich SiC zone microstructure should show better strengthretention for high-temperatureapplications
than those containing the silicon-rich SiC outer zone structure. Based on these observations,a 50 lxmCVD SiC fiber
with carbon-rich SiC grains was developed by TSM. The objectives of this paper are to determinethermal exposure

, effects on strength and microstructureof this new fiberand to suggestpossible strengthdegradation mechanisms.

*NationalResearchCouncil--NASA ResearchAssociate at Lewis ResearchCenter.



EXPERIMENTAL

Material

The 50 _tm SiC fiber usedin this study was manufactured by CVD of SiC onto a heated pyrolytic carbon-coated
-25 l.tmgraphite core in a single stage reactor. Microstructurally,this fiber and the standard grade of CVD SiC
fibers (SCS-6) manufactured by TSM are distinctly different. Schematics of the fiber cross-sections are shown in
figure I. The 50 lainSiC fiber contains a single zoneof carbon-rich SiC, whereas the SCS-6 fiber contains two zones
of SiC having different composition. The C/Si ratio in the SiC sheath of the 50 larnSiC fiber is similar to that of the
inner zone of the SCS-6 fiber as determined by electronmicroprobe. Both fibers had -1 to 3 g.mthick carbon-rich
coating on the outer surface of the SiC sheath. The coating is used to improve strength and abrasion resistance of the
fiber (ref. 4).

ThermalTreatment andTensile Testing

For heat-treatments,batches of fifteen individual fibers of length -125 mm were placed in grafoil envelopes.
These envelopes were heated under an argonpressure of 0.1 MPa from 600 to 2000 °C for I to 100hr in a graphite
lined box furnace. For air exposure tests, individual fibers of length -175 mm were heated in a slot furnace for
2 min. Only 25 mm of the 175mm length was heated to the maximum furnace temperature.

For room-temperature tensile testing, individual fiber specimens,-60 mm long, were placed at the center of a
paper picture frame and the fiber ends were glued on to the picture frame using a fast curing epoxy leaving 25 mm
as the gauge length. The picture frame was inserted in the pneumaticgrips of a tensile testing machine and the sides
of the picture frame were cut so that the fiber was freely supported between the grips.The fiber specimens were
pulled at a constant cross-headspeed of 1.3mm/min. At least ten fiberswere tested for each exposure condition.

TransmissionElectronMicroscopy (TEM)

For transmission electron microscopy (TEM), fibers were placed in a mixture of epoxy and 6 mm alumina powder
and packed longitudinally in a 3 mm diameter glass tube. After the mixture hardened, -1 turn thick disks were
sectioned using a diamond saw. The disks were mechanicallyground from both sides, dimpled, and ion-beam
thinned. Details of specimen preparation techniqueare describedelsewhere (ref. 3). The microscope used for
conventional and analyticalTEM was a Phillips 400T operatingat 120kV.

RESULTS AND DISCUSSION

Effects of thermal exposure on the room-temperature tensilestrength of the 50 _tmSiC fibers after heat treatment
in 0.1 MPa argon for 1, 10, and 100 hr from 600 to 2000 °C are shown in figure 2. For comparison,the strength of
the as-fabricated fibers (-6 GPa) is also shown in the figure. Each data point represents an average of 10 to 15
individual tensile tests and the error bar represents one standard deviation. After one hour heat treatment in argon up
to 1000°C, the fibersdisplayed strength levels similar to that of the as-fabricatedfibers. From 1100to 1600°C, the
tensile strength decreased with increasing temperature.In the same temperature range, a slight decrease in strength
was noticed with increasing exposure time, but the temperature of exposure had a greater influence on strength
degradation than the time of exposure. Beyond 1600 °C, the strength approached -2 GPa, and the time of exposure
had no significant influence on the strength.

To identify flaws responsible for fiber fracture, attemptshave been made to retain the primary fracture surface.
Since fibers fractured into multiplepieces, identificationof the primary fracture surface became difficult. Therefore,
it is not clear whether the fractures are initiatedby surface or interiorflaws.

In figure 3, the average room-temperature tensile strength data for the 50 mm SiC fibers after 1and 100 hr
exposure in argon between 600 and 2000 °C are compared with the data reported previously for the SCS-6 fibers in
the same environment after 1 hr exposure in the same temperature range (ref. 2). Comparisonof the best fit data in
figure 3 indicates the following: First, the averageas-fabricated tensile strength of the 50 _tmfibers is higher than



that of the SCS-6 fibers. Second, after 1hr exposurethe 50 I.tmSiC fibers begin to show strength degradation at a
lower temperature than the SCS-6 fibers. Third, the residual strengths of the 50 ImaSiC fibers after 1hr exposure
between 1400and 1700C are similar to those of the SCS-6 fibers. Fourth, the residual strengths of the 50 lainSiC

fibers exposed between 1600and 2000 °C are generally higher than those of the SCS-6 fibers.
• In figure 4, the room temperature tensile strength data of the 50 _tmSiC fiber after 1hr exposure in argon between

600 and 1800°C are compared with the data reported for the two types of SiC fibers derived from polymer precur-
sor methods (Commercially available Hi-Nicalonand a developmentalHi-Nicalon) (ref. 5).For comparison
purposes, the carbon to silicon (C/Si) ratios of the fibersare also given. The C/Si ratio of commercially available Hi-
Nicalon is significantly higher than that of the 50 _tmSiC fibers. On the other hand, C/Si ratios of the developmental
Hi-Nicalon and the 50 l_mSiC fibers are similar. According to figure 4, the 50 IxmSiC fiber shows strength degra-
dation at a lower temperature (1000 °C) than both types of Hi-Nicalons.Beyond 1500°C, the 50 pan SiC fiber
displays higher strength retention than both types of Hi-Nicalons. In fact, the developmental Hi-Nicalons have no
strength at all after 1 hr exposurein argonbeyond 1600°C.

Influence of oxidation on the room-temperaturetensile strengthof the 50 lainSiC fibers is shown in figure 5. For
this study, fibers were heat treated in air for 2 rain between 600 and 1500°C and then tested at room temperature.
Exposure temperatures above 1500°C were not used to avoid strength degradation due to rapid and thick SiO2
growth on the fiber surface. Figure 5 shows that with increasing exposuretemperature, strength of the fiber de-
creased continuously and for 2 min in air near 1000°C attained a level similar to that of the fibers heat-treated
between 1500and 1800 °C for 1 hr in argon.

To determine argon heat-treatment effects on the microstructure of fibers, TEM analysis was performed on the as-
received and heat-treated fibers. In all cases, microstructure of the pyrolytic carbon coated graphitecore, SiC sheath,
and surface coating were analyzed. Results of this analysis for the as-received fibers are shown in figure 6. The core
of the fiber contains randomly oriented turbostratic carbon (TC) blocks (fig.6(a)). The pyrolytic carbon layer on top
of the graphite core consists of TC blocks having a textured orientation.This layer is -0.6 Ixmthick (fig. 6(b)) and
contains elongated SiC grains that are orientednormal to the radius of the fiber. The aspect ratio of these SiC grains
is -13. The carbon-rich SiC sheath is -12 ]amthick and consists of elongated I]-SiCgrains running along the radius
of the fiber (fig. 6(c)). These !-SiC grains are highly faulted and have an aspect ratio of-8. The surface coating on
top of the SiC sheath has two layers (fig. 6(d)). The ftrst layer adjacent to the carbon-rich SiC sheath consists of
textured TC blocks and small elongatedSiC grains similar to that present in the pyrolytic carbon layer on the core.
The aspect ratio of SiC grains is -8. The outer most carbon layer consists of texturedTC blocks and finely dispersed
SiC particulates.

One hour heat-treatment in argon at temperatures to 2000 °C had no significant effect on the microstrueture of the
graphite core and it remained turbostratic,but other zonesof the fiber showed microstructural changes after 1 hr heat
treatment beyond 1200°C. With increasing temperatureof exposure, spheroidization of SiC grains was observed in
the pyrocarbon layer on top of the graphite core, and in the carbon-rich surface coating (figs.7 and 8). At 1400°C, a
zone of equiaxed SiC grains formed at the interfacesof the SiC sheath and the pyrocarbon layer on the graphite core,
and of the SiC sheath and the carbon-richsurface coating (figs. 7(a) and (b)). This zone, however, stopped growing
after 1hr exposure beyond 1600°C. Typical thicknessof the zone is -100 nm. As the heat treatment temperature
was increased, no change in the aspect ratio of the faulted grains in the SiC sheath was noticed, but secondary SiC
grains started nucleating and growing along the original grain boundaries and at the intersection of two or more
grains (fig. 8). The rate of growth of these secondary grains was slow.

DISCUSSION

It is evident from this study that the developmental50 I.tmSiC fibers show high as-received strength, -6 GPa, and
, that even after 1hr argon treatmentbetween 1600and 2000 °C, these fibersdisplay high retained strength, -2 GPa.

This value is significantly higher than the strengths of SCS-6 or of Hi-Nicalon fibers after exposure to similar
conditions. In argon environment, tensile strength degradation of the 50 _tmSiC fibers starts at -1000 °C and occurs

• in two stages as displayed by the shapeof the tensile strength versus heat-treatment temperature plot (fig. 2): the
first stage ranging from 1000to 1200°C and the secondstage ranging from 1300to 1600°C.

The temperature at which strength degradationin the first stage starts also coincides with the deposition tempera-
ture of the carbon-rich surfacecoating (ref. 4). Based on earlier strengthcharacterization studies of other high
strength carbon-coated CVD SiC fibers (refs. 2 and 6), we believe that strength degradation in this fiber in the first



stage is due to changes occurring in the surface coating which exposes original surface flaws on the SiC sheath.
Although in this temperature range, microstructuralchanges in the carbon-rich surfacecoating were not observed,
except for a slight coarsening of SiC grains in the outer most carbon layer, circumstantial evidence indicates that
rearrangementof carbon in the surface coating can occur. Such rearrangement could possibly lead to exposure of
original flaws on the SiC sheath, thus nullifying the advantages of the carbon-rich coating. Strong evidence for this
hypothesis comes from a previous study (ref. 7) which showed -10 to 20 percent increase in the electrical conduc-
tivity after annealing the carbon-coated SiCfibers in argonbeyond 1000°C. This increase in electrical conductivity
was possibly due to rearrangement of carbon in the surface coating. One of the factors responsible for the carbon
rearrangement can be associated with diffusion of trapped by-products of CVD reaction in the surface coating. It has
been documented that during deposition of CVD or PVD SiC, H2 and C12are formedas by-products (ref. 8).
Depending on the deposition conditions, significantamounts (3 to 15at.%) of these by-productsare generally
trapped in the fibers. These by-products diffuse out when the fibers are heated abovethe deposition temperature,
thus possibly causing rearrangement of carbon blocks and exposure of original flaws on the substrate.

The second stage of strength degradation takes place between 1300and 1600°C. In this temperature range, TEM
study indicates that this degradation is the result of the flaws created by nucleation and growth of the equiaxed SiC
grains in the SiC sheath at the pyrocarbon layer/C-rich SiC sheath, and the C-rich SiC sheath/C-richsurface coating
interfaces, and along the grain boundaries of elongated SiC grains of the SiC sheath. The growth of the secondary
SiC grains at the boundaries of the original grains is observedonly in the 50 I.tmSiC fibers heat-treated beyond
1300 °C. Such growth was not observed in the heat-treated SiC fibers with Si-rich composition (SCS-6). The slow
growth of these equiaxed SiC grains in the 50 I.tmSiC fibers with increasing timeand temperaturehelps in limiting
the size of the flaws. This allows the fiber to maintain the strengthlevels to -2 GPa.

In air environment, strength loss in the 50 _tmSiC fiber is seen even at 600 °C.This loss is attributedto oxidation
of the carbon-coating, similar to the oxidationand strength loss seen in SCS-6 fiber exposed to air (ref. 6).

SUMMARY OF RESULTS

(a) In comparisonto othercommerciallyavailable CVD or polymerderivedSiC fibers, the 50 _ SiC fibers
presently show the best room-temperature tensile strength in the as-fabricated conditionand after exposure to high
temperatures in argon.

(b) In argon environment, exposure of original surface flaws due to rearrangement of carbon-blocks in the
coating, and the flaws created by the formation of equiaxed SiC grains are possibly some of the factors responsible
for the strengthdegradation of the fibers.

(e) In air environment, flaws created during oxidationof the carbon-richsurface coating is the mechanism for
strength degradation.

CONCLUSIONS

Based on the characterization results, we conclude that the microstructures of the as-fabricated 50 _tmSiC fiber
are metastable and that microstructural changes occur after high temperature exposure. However, these changes stop
after a certain time interval of exposure at ~ 1600°C. Once the microstructure is stabilized, fibers still display high
residual strength which may be controlled by the surface flaws.

Thus, CVD SiC fibers with slightly carbon-rich SiC composition appear to have better potential for high tempera-
ture composite applications than other CVD fibers with silicon-rich SiC compositions.

0

REFERENCES
o

1. Ning, X.J. and Pirouz, P." "The Microstructure of SCS-6 SiC Fiber," J. Mater. Res., 6, pp. 2234--48(1991).
2. Bhatt, R.T. and Hull, D.R.: "Strength and Microstructural Stability of a SiC fiber in Argon Environment,"

Ceram. Eng. Sci. Proc. pp. 1832, Vol. 12 (1991).

4



3. Ning, X.J., Pirouz, P. and Bhatt, R.: "The Effect of HighTemperatureAnnealing on the Microstructure of
SCS--6 SiC Fiber,"Mater. Res, Soe. Syrup. Proe., 250, pp. 187-92 (1992).

4. Krutenat, R.: Textron Specialty Materials,Private Communication.
5. Takeda, M., Sakamoto, J., Imai, Y. and Isikawa, T.: "Properties of StoichiometricSilicon Carbide Fiber Derived

I

from Polycarbosilane," Ceram. Eng. Sci. Proc.Vol. 15(1994) In Press.
6. Bhatt, R.T. and Kraitchman, M.D.: "EnvironmentalEffects on the Tensile Strength of Chemically Vapor

Deposited Silicon Carbide Fibers," NASA TM-86981, (]985).
. . ,, no

7. DiCarlo, J.A.: "Thermal Stabilityof SCS-6 SICFibers, 2 AnnualHITEMP Review, NASA CP-10039,
1989, pp. 69-1.

8. Bhushan, B., Kellock, A.J., Cho, N. and Ager, J.W., III, "Characterization of Chemical Bonding and Physical
Characteristics of Diamond-like Amorphous Carbonand DiamondFilms," J. Mater. Res., Vol. 7, No. 2,
pp. 404--410,(1992).



r- Pyroyticcarbon
ss •

, coatedgraphitecore----,
i s

s

s I

.__/" (37I_m) _ (25_m)(c) ,

,, _ ..--- Carbon-rich_,_,_~ 1.04 ,

," 13-SICgrains_

..... Silicon-rich (C)~ 0.99

13-SICgrains , .

Carbon-richsurface.-'"
coating(1-3 I_m)---"

(a) (b)

Figure 1.--Cross-section of CVDSiC fibers. (a)Textron SCS-6fiber (~140I_m).

(b)Textron developmental SiC fiber ('50 p.m).

8 --

m

n
L9
=2 -
o 4 --

o

"_1-2 -- Gauge_lengthlhr= 25mm "'**t[] 10 hr
_._... 100hr

_5 I I I I I I I I I
0 600 800 1000 1200 1400 1600 1800 2000 2200

Heat treatmenttemperature,°C

Figure2.--Effects of temperatureonthe room-temperaturetensilestrengthof 50 gm
SiCfibersheat-treatmentin 0.1 MPa argon.



8 --

_3 50 IJmSiC fiber

140gm SiC fiber ,,
"_ (SCS-6)[Ref.2] --,
!--

2 -

-55 I I I ! I I ! 1 I
0 600 800 1000 1200 1400 1600 1800 2000 2200

Heat treatmenttemperature,°C

Figure3._omparison of room-temperaturetensilestrengthsof the 50p.mand140 Wn(SCS-6)
SiCfibersafter I hr heat-treatmentin0.1 MPa argon.

8
C/Si ratio

1.04 50 I_mSiC

O 1.56 Hi-Nicalon
[] 1.05 Dev.Hi-Nicalon j [Ref. 5]

6 =-_ ._._
n

p 4 -- %

--_ J ,-- 50gm SiCfiber

I- %

2 -- _'....

• _ I I I I I I I
0 600 800 1000 1200 1400 1600 1800 2000 2200

Heattreatmenttemperature,°C

Figure4._omparison of room-temperaturetensilestrengthsofthe 50 l_mand 14I_mHi-Nicalon
SiC fibersafter I hrheat-treatmentin0.1 MPa argon.



8 m

2 minAir
1 hrArgon

•o
---_5 ! I I I I 1 I I I

0 600 800 1000 1200 1400 1600 1800 2000 2200
Heattreatmenttemperature,°C

Figure5.--Effects of temperatureonthe room-temperaturetensilestrengthof the 50 p.mSiC
fibersheat-treatmentin air.



0.25 lim

Pyrolytic carbon layer

Graphite .-' Carbon-
core _ rich

SiC
sheath

Figure6.--TEM micrographsandcorrespondingSADPofdifferentzonesof an as-received50 lim SiC
fiber. (a)Graphitecore.(b) Pyrolyticcarbonlayeronthecarboncore.(c)Carbon-richSiCsheath.
(d)Carbon-richsurfacecoating.



Figure6._Concluded. (c)Carbon-richSiCsheath.(d)Carbon-richsurface
coating.

tO



SiC
sheath

Pyrolytic
carbon

Core

Carbon-rich {SiC sheath

f

Equiaxe 7 _-- J
7 j Y

SiCgrain _ 7 Carbon-richsurfacecoatingregion _7

Figure7,--TEM micrographsandcorrespondingSADPof a 50 !_mSiCfiber heat-treatedinargonat 1400°Cfor
1 hr. (a)Pyrocarbonlayeronthe graphitecore.(b)SiCsheathandcarbon-richsurfacecoatinginterface.

11



Y
Pyrolyticcarbon SiCsheath

SiCsheath Equiaxed
SiCgrain
region

Figure8.toTEM micrographsofthe interfacesofa 50lim SiCfiberheat-treatedinargon
at 1800°C for I hr. (a) InterfacebetweenpyrocarbonlayerandSiCsheath.(b)Interface
betweenSiCsheathandcarbon-richsurfacecoating.

12





Form Approved
REPORT DOCUMENTATION PAGE OMBNo.0704-0188

Pub c reportingburdenfor thiscollectionof informationis estimated to average 1 hourper response, includingthe time for ravi..ewmg.instructions,.searchingexist'tngdata source..,
gatheringand maintainingthe data needed, and completingand reviewingthe collectionof reformation. Send comments regardingthis Duroene.stJmateorany otner...as__p_,oI mls
collectionof Information,includingsuggestionsfor reducingthis burden, to WashingtonHeadquartersServices,Directorate.for Informationul:>era_lons.an.oHepo_s. lZlb_genemon
Davis Highway, Suite 1204, Arlington,VA 2220_-4302, and to the Office of Management and Budget,paperwork Reduction Prolect (0704-0188), wasmngton, ou 20:xr,._.

1. AGENCY USE ONLY (Leave blank) 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED

September 1995 Technical Memorandum
4. TITLE AND SUBTITLE 5. FUNDING NUMBERS

Microstmcturaland Strength Stability of a DevelopmentalCVD SiC Fiber

WU-505-63-12
6. AUTHOR(S) i

Ramakrishna T. Bhatt, Anita Garg, and David R. Hull

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 8. PERFORMING ORGANIZATION
NASA Lewis Research Center REPORTNUMBER
Cleveland, Ohio 44135-3191
and
Vehicle PropulsionDirectorate E-9792
U.S. ArmyResearch Laboratory
Cleveland, Ohio 44135-3191

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSORING/MONITORING
AGENCY REPORT NUMBER

NationalAeronautics andSpace Administrad_
Washington,D.C. 20546--0001
and NASA TM-107008
U.S.ArmyRcse.archLabomlory ARL-TR-877
Ad¢Iphi,Maryland20783-1145

11. SUPPLEMENTARY NOTES

Preparedforthe96thAnnualMeetingandExpositionsponsoredby theAmericanCeramicSociety,Indianapolis,Indiana,April24-28,
1994.RamakrishnaT. Bhatt,VehiclePropulsionDirectorate,U.S.ArmyResearchLaborator€,NASALewisResearchCenter;,Anita
Garg,NASALewisResearchCenterandNationalResearchCouncil--NASAResearchAssociateat LewisResearchCenter;DavidR.
Hull,NASALewisResearchCenter.Responsibleperson,RamakrishnaT. Bhatt,organizauoncode5130,(216)433-5513.

12a. DISTRIBUTION/AVAILABILITY STATEMENT 12b. DISTRIBUTION CODE

Unclassified-Unlimited
Subject Category 27

This publication is available from the NASA Center for Aerospace Information, (301) 621-0390.

13. ABSTRACT (Maximum 200 words)

Theeffectsof thermalexposureon theroomtemperaturetensilestrengthandmicrostructureof a developmental50IJ-m
CVD SiCfiber havebeenstudied.Thefiberswereheattreatedbetween600and2000°C in 0.1MPa argonandair
environments for up to 100 hr. In the as-fabricated condition, the fibers showed -6 GPa tensile strength. After argon
treatment, the fibers showed strength degradation after 1 hr exposure beyond 1000°C, but those exposed between 1600
and 2000 °C retained -2 GPa strength. TEM results showed microstructural changesboth in the surface coating and SiC
sheath. Flaws created by the rearrangementof carbon in the surface coating and growth of equiaxed SiC grain zone in the
SiC sheath are the suggested mechanisms of strength degradation. Afterair treatment, fibers showed strength degradation
after only2 min exposure at 600 °C. Strength retention after 2 rain at 1500°C was -2 GPa. Oxidation of the surface
coating is the primary reason for strength degradation.

I

14. SUBJECTTERMS 15. NUMBER OFPAGES
14

SiC fibers;Thermal stability; Tensile strength; Microstructure; lB. PRICECODE
High temperature strength A03

17. SECURITY CLASSIFICATION 18. SECURITY CLASSIFICATION 19. SECURITYCLASSIFICATION 20. LIMITATION OF AB:_IHACT
OF REPORT OF THIS PAGE OF ABSTRACT

Unclassified Unclassified Unclassified

NSN 7540-01-280-5500 Standard Form 298 (Rev. 2-89)
Prescribed by ANSI Std. Z39-18
298-102





NationalAeronauticsand
SpaceAdministration
Lewis Research Center
21000 BrookparkRd.
Cleveland,OH 44135-3191

Olficlal Business
Penaltyfor PrivateUsa $300

POSTMASTER:IfUndeliverable--DoNotReturn


